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P.E. NO.: 53977

FDOT PROJECT MANAGER:
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Florida Department of Transportation, FY2016-17 Design 

Applicable DSRs: DSR400-01, DSR410-01, DSR411-01

FINANCIAL PROJECT NO. 238275-2-52-01
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  5   238275-3-52-01    LAKE      46   

ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

  TYPICAL SECTION (1)   
                               

            

            

0.02 0.02

40'40'

STANDARD CLEARING AND GRUBBING

22'

CONCRETE SIDEWALK

Natural Ground

Natural Ground

CONCRETE SIDEWALK

0.040.04

0.02 0.02
0.03 0.03

5' 5'

12"12"

POINT

PROFILE GRADE 

LBR 40

TYPE B STABILIZATION

LBR 40

TYPE B STABILIZATION

LEVEL 

2' SOD 

NOT FLATTER THAN 1:6

1:2 OR TO SUIT PROPERTY OWNER,

POINT

PROFILE GRADE 

LEVEL

2' SOD

SOD

3'

SOD

3'

TYPE F

CURB AND GUTTER
TYPE F

CURB AND GUTTER

� CONST. SR 46

TYPE E

CURB & GUTTER

VARIES

 SOD 

0.02 MAX.0.02 MAX

STA. 94+00.00 TO STA. 142+49.69

SR 46

TYPICAL SECTION NO. 1

11'

BORDER

12' MIN.

4" 4"

4"4"

BORDER

12' MIN.
VARIES

SOD

DESIGN SPEED = 45 MPH

DESIGN HOUR T =  6.5%

K =  9%  D = 54.9%  T   = 11.7% (24 HOUR)

ESTIMATED DESIGN YEAR   =  2039 AADT = 39,000

ESTIMATED OPENING YEAR  =  2019 AADT = 18,000

CURRENT YEAR           =  2012 AADT = 11,000

STA. 94+00.00 TO STA. 142+49.69

TRAFFIC DATA

NO FLATTER THAN 1:6

PROPERTY OWNER

1:2 OR TO SUIT

R/W VARIES (75' MIN.)

£ SURVEY SR 46

 VARIES VARIES

R/W VARIES (80' MIN.)

52.4' MAX., 48.4' MIN. 38.9' MAX., 50' MIN.

SEE NOTE SEE NOTE

        LOCATIONS.
        ACHIEVE GRADES. SEE PLAN SHEETS FOR 
        VARY THE CROSS SLOPE IN THIS AREA TO
NOTE:  IN LOCATIONS WITH SPOT GUTTER GRADES,

TYPICAL SECTION NOTES:

   FOR DIMENSIONS AND THICKNESSES OF THE SLABS TO BE REMOVED.
   TO THE SUMMARY OF QUANTITIES/SUMMARY OF REMOVAL ITEMS AND SPECIAL DETAILS, 
   RECONSTRUCTION WHICH WILL REQUIRE REMOVAL.  FOR MORE INFORMATION REFER 
1.  PORTLAND CEMENT CONCRETE SLABS EXIST UNDERNEATH SR 46 IN THE AREA OF

 R/W LINE

11'11' 11' 7'11'11'11'7'

33' 33'

NEW CONSTRUCTION

SOD

R/W LINE

        S-15, STA 110+75.00
        SEE DRAINAGE STRUCTURES: S-14 AND 

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977

11'

    AS INDICATED IN SECTION 2-4 OF THE STANDARD SPECIFICATIONS.
    EACH CORING LOCATION.  MATERIAL VARIATIONS BETWEEN CORES SHOULD BE ANTICIPATED
    WHICH THE PROJECT IS LOCATED IN.   THE DATA REPRESENTS MATERIALS ENCOUNTERED AT
    THE PAVEMENT CORING DATA FOR THIS PROJECT IS LISTED IN ONE OF THE COUNTIES FOR
    DIRECTORIES AS FOLLOWS: FTP, FDOT LTS, D5, CONSTRUCTION, PAVEMENT CORING DATA.
    AT https://ftp.fdot.gov.  AFTER ACCESSING AS “GUEST”, CLICK ON THE FOLLOWING FOLDER
    ON THE DEPARTMENT’S WEBSITE.  THE URL FOR OBTAINING THIS INFORMATION IS LOCATED
2.  PAVEMENT CORING DATA, INCLUDING BASE MATERIAL TYPE AND THICKNESS, IS AVAILABLE
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AND FRICTION COURSE FC-12.5 (1 1/2") (TRAFFIC C) (PG 76-22) 
TYPE SP STRUCTURAL COURSE (1 1/2") (TRAFFIC C) (PG 76-22)

OPTIONAL BASE GROUP 9 WITH



0.02 0.02

40'40'

STANDARD CLEARING AND GRUBBING

22'

CONCRETE SIDEWALK

Natural Ground

Natural Ground

CONCRETE SIDEWALK

0.040.04

0.02 0.02
0.03 0.03

5' 5'

12"12"

POINT

PROFILE GRADE 

LBR 40

TYPE B STABILIZATION

LBR 40

TYPE B STABILIZATION

LEVEL 

2' SOD 

NOT FLATTER THAN 1:6

1:2 OR TO SUIT PROPERTY OWNER,

POINT

PROFILE GRADE 

LEVEL

2' SOD

SOD

3'

SOD

3'

TYPE F

CURB AND GUTTER
TYPE F

CURB AND GUTTER

� CONST. SR 46

TYPE E

CURB & GUTTER

VARIES

 SOD 

0.02 MAX.0.02 MAX

STA. 142+49.69 TO STA. 149+00.00

SR 46

TYPICAL SECTION NO. 2

11'

BORDER

12' MIN.

4" 4"

4"4"

BORDER

12' MIN.
VARIES

SOD

DESIGN SPEED = 45 MPH

DESIGN HOUR T =  6.5%

K =  9%  D = 54.9%  T   = 11.7% (24 HOUR)

ESTIMATED DESIGN YEAR   =  2039 AADT = 46,500

ESTIMATED OPENING YEAR  =  2019 AADT = 19,500

CURRENT YEAR           =  2012 AADT = 9,800

STA. 142+49.69 TO STA. 149+00.00

TRAFFIC DATA

NO FLATTER THAN 1:6

PROPERTY OWNER

1:2 OR TO SUIT

R/W VARIES (75' MIN.)

£ SURVEY SR 46

 VARIES VARIES

R/W VARIES (80' MIN.)

52.4' MAX., 48.4' MIN. 38.9' MAX., 50' MIN.

TYPICAL SECTION NOTES:

   FOR DIMENSIONS AND THICKNESSES OF THE SLABS TO BE REMOVED.
   TO THE SUMMARY OF QUANTITIES/SUMMARY OF REMOVAL ITEMS AND SPECIAL DETAILS, 
   RECONSTRUCTION WHICH WILL REQUIRE REMOVAL.  FOR MORE INFORMATION REFER 
1.  PORTLAND CEMENT CONCRETE SLABS EXIST UNDERNEATH SR 46 IN THE AREA OF

 R/W LINE

12'12' 12' 4'12'12'12'4'

36' 36'

NEW CONSTRUCTION
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  6   238275-3-52-01    LAKE      46   

ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

  TYPICAL SECTION (2)   
                               

            

            

SOD

R/W LINE

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977

11'

   AS INDICATED IN SECTION 2-4 OF THE STANDARD SPECIFICATIONS.
   EACH CORING LOCATION.  MATERIAL VARIATIONS BETWEEN CORES SHOULD BE ANTICIPATED
   WHICH THE PROJECT IS LOCATED IN.   THE DATA REPRESENTS MATERIALS ENCOUNTERED AT
   THE PAVEMENT CORING DATA FOR THIS PROJECT IS LISTED IN ONE OF THE COUNTIES FOR
   DIRECTORIES AS FOLLOWS: FTP, FDOT LTS, D5, CONSTRUCTION, PAVEMENT CORING DATA.
   AT https://ftp.fdot.gov.  AFTER ACCESSING AS “GUEST”, CLICK ON THE FOLLOWING FOLDER
   ON THE DEPARTMENT’S WEBSITE.  THE URL FOR OBTAINING THIS INFORMATION IS LOCATED
2.  PAVEMENT CORING DATA, INCLUDING BASE MATERIAL TYPE AND THICKNESS, IS AVAILABLE

T
H

E
 

O
F

F
I

C
I

A
L
 

R
E

C
O

R
D
 

O
F
 

T
H
I

S
 

S
H

E
E

T
 
I

S
 

T
H

E
 

E
L

E
C

T
R

O
N
I

C
 

F
I

L
E
 

D
I

G
I

T
A

L
L

Y
 

S
I

G
N

E
D
 

A
N

D
 

S
E

A
L

E
D
 

U
N

D
E

R
 

R
U

L
E
 
6
1

G
1
5
-
2
3
.
0
0
4
,
 

F
.

A
.

C
.

AND FRICTION COURSE FC-12.5 (1 1/2") (TRAFFIC C) (PG 76-22) 
TYPE SP STRUCTURAL COURSE (2") (TRAFFIC C) (PG 76-22)

OPTIONAL BASE GROUP 9 WITH



R/W LINER/W LINE

EXISTING
MATCH

EXISTING

MATCH

MILLING AND RESURFACING

24'

24' EXISTING

DESIGN SPEED =  45 MPH

DESIGN HOUR T =  4.1%

K =  9%  D =  54.7%  T   =  8.1% (24 HOUR)

ESTIMATED DESIGN YEAR   =  2039 AADT =  16,500

ESTIMATED OPENING YEAR  =  2019 AADT =  7,000

CURRENT YEAR           =  2012 AADT =  4,100

TRAFFIC DATA

ROADWAY PAVEMENT

MILLING

FOR DEPTH (2")
MILL EXISTING ASPHALT PAVEMENT

RESURFACING

Exist. Ground

Exist. Ground

R/W  (23' +/-) R/W  (32' +/-)

R/W  (55')

PAVED SHOULDERS

 5'

SHLDR.

PAVT.

0.06

3'

SOD

 5'

SHLDR.

PAVT.

0.06

3'

SOD

AND GRUBBING
LIMITS OF CLEARING 

AND GRUBBING
LIMITS OF CLEARING 

1:3
1:3

SODSOD

TYPICAL SECTION NOTES:

STA. 100+00.00 TO STA. 102+69.88 (R/R CROSSING)

ROUND LAKE ROAD SOUTH

TYPICAL SECTION NO. 3

� CONST. ROUND LAKE ROAD S

LBR 40

TYPE B STABILIZATION
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  7   238275-3-52-01    LAKE      46   

ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

  TYPICAL SECTION (3)   
                               

            

            

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977

   AS INDICATED IN SECTION 2-4 OF THE STANDARD SPECIFICATIONS.
   EACH CORING LOCATION.  MATERIAL VARIATIONS BETWEEN CORES SHOULD BE ANTICIPATED
   WHICH THE PROJECT IS LOCATED IN.   THE DATA REPRESENTS MATERIALS ENCOUNTERED AT
   THE PAVEMENT CORING DATA FOR THIS PROJECT IS LISTED IN ONE OF THE COUNTIES FOR
   DIRECTORIES AS FOLLOWS: FTP, FDOT LTS, D5, CONSTRUCTION, PAVEMENT CORING DATA.
   AT https://ftp.fdot.gov.  AFTER ACCESSING AS “GUEST”, CLICK ON THE FOLLOWING FOLDER
   ON THE DEPARTMENT’S WEBSITE.  THE URL FOR OBTAINING THIS INFORMATION IS LOCATED
1.  PAVEMENT CORING DATA, INCLUDING BASE MATERIAL TYPE AND THICKNESS, IS AVAILABLE
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FRICTION COURSE FC-12.5 (2") (TRAFFIC C)  (PG 76-22)

FRICTION COURSE FC-12.5 (2") (TRAFFIC C)  (PG 76-22) 
OPTIONAL BASE GROUP 1 WITH



Natural Ground

STANDARD CLEARING AND GRUBBING

1:6
 

0.06
0.02

 5'

 SHLDR.

 PAVT.

12' 12'

 5'

SHLDR.

PAVT.

GRADE POINT

 PROFILE

0.02

LBR 40

TYPE B STABILIZATION

12"

0.06

Natural Ground

0.02

R/W VARIES R/W VARIES

0.03

VARIES

SOD

VARIES

SOD

4" 4" 4" 4"

DESIGN SPEED =  45 MPH

DESIGN HOUR T =  4.1%

K =  9%  D =  54.7%  T   =  8.1% (24 HOUR)

ESTIMATED DESIGN YEAR   =  2039 AADT =  16,500

ESTIMATED OPENING YEAR  =  2019 AADT =  7,000

CURRENT YEAR           =  2012 AADT =  4,100

TRAFFIC DATA

TYPICAL SECTION NOTES

SEE CROSS SECTIONS

DEPTH VARIES

4'

2' MIN.

3'

SOD

3'

SOD

12'5'

**17'*12'

1:6 (MIN)

VARIES

(45' MIN, 50' MAX) (50' MIN, 80' MAX)

NEW CONSTRUCTION 

PAVED SHOULDERS

1:3

** VARIES 0'-17' STA. 102+80.00 TO STA. 104+90.00

 * VARIES 0'-12' STA. 102+80.00 TO STA. 104+90.00

TYPICAL SECTION NOTES:

STA. 102+73.74 (R/R CROSSING) TO STA. 107+68.66

ROUND LAKE ROAD SOUTH

TYPICAL SECTION NO. 4

� CONST. ROUND LAKE RD. S
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  8   238275-3-52-01    LAKE      46   

ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

  TYPICAL SECTION (4)   
                               

            

            

R/W LINE R/W LINE

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977

SHOULDER
8'

SHOULDER
8'

   AS INDICATED IN SECTION 2-4 OF THE STANDARD SPECIFICATIONS.
   EACH CORING LOCATION.  MATERIAL VARIATIONS BETWEEN CORES SHOULD BE ANTICIPATED
   WHICH THE PROJECT IS LOCATED IN.   THE DATA REPRESENTS MATERIALS ENCOUNTERED AT
   THE PAVEMENT CORING DATA FOR THIS PROJECT IS LISTED IN ONE OF THE COUNTIES FOR
   DIRECTORIES AS FOLLOWS: FTP, FDOT LTS, D5, CONSTRUCTION, PAVEMENT CORING DATA.
   AT https://ftp.fdot.gov.  AFTER ACCESSING AS “GUEST”, CLICK ON THE FOLLOWING FOLDER
   ON THE DEPARTMENT’S WEBSITE.  THE URL FOR OBTAINING THIS INFORMATION IS LOCATED
1.  PAVEMENT CORING DATA, INCLUDING BASE MATERIAL TYPE AND THICKNESS, IS AVAILABLE
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 FRICTION COURSE FC-12.5 (2") (TRAFFIC C)  (PG 76-22) 
OPTIONAL BASE GROUP 6 WITH

FRICTION COURSE FC-12.5 (2") (TRAFFIC C)  (PG 76-22) 
OPTIONAL BASE GROUP 1 WITH



Natural Ground

STANDARD CLEARING AND GRUBBING

1:6
 

0.06

 5'

 SHLDR.

 PAVT.

12'

 5'

SHLDR.

PAVT.

GRADE POINT

 PROFILE

0.02

LBR 40

TYPE B STABILIZATION

12"

0.06

0.02

R/W VARIES R/W VARIES

VARIES

SOD

VARIES

SOD

4" 4" 4" 4"

DESIGN SPEED =  45 MPH

DESIGN HOUR T =  4.1%

K =  9%  D =  54.7%  T   =  8.1% (24 HOUR)

ESTIMATED DESIGN YEAR   =  2039 AADT =  26,500

ESTIMATED OPENING YEAR  =  2019 AADT =  8,600

CURRENT YEAR           =  2012 AADT =  2,400

TRAFFIC DATA

TYPICAL SECTION NOTES

4'

2' MIN.

3'

SOD

3'

SOD

12' 5'

**17' *12'

(70' MIN, 95' MAX) (55' MIN, 75' MAX)

12'

** VARIES 17'-0' STA. 112+56.00 TO STA. 113+06.00

 * VARIES 12'-0' STA. 113+60.00 TO STA. 117+70.00

0.03 0.02

NEW CONSTRUCTION 

PAVED SHOULDERS

1:2

24' MIN.

Natural Ground

4'

2' MIN.

1:2

FOR ELEVATIONS

SEE CROSS SECTIONS

FOR ELEVATIONS

SEE CROSS SECTIONS

24' MIN.

1:6  

TYPICAL SECTION NOTE:
STA. 108+70.67 TO STA. 119+40.00

ROUND LAKE ROAD NORTH

TYPICAL SECTION NO. 5

2'2'

� CONST. ROUND LAKE RD. N
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ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

  TYPICAL SECTION (5)   
                               

            

            

R/W LINER/W LINE

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977

SHOULDER
8'

SHOULDER
8'

   AS INDICATED IN SECTION 2-4 OF THE STANDARD SPECIFICATIONS.
   EACH CORING LOCATION.  MATERIAL VARIATIONS BETWEEN CORES SHOULD BE ANTICIPATED
   WHICH THE PROJECT IS LOCATED IN.   THE DATA REPRESENTS MATERIALS ENCOUNTERED AT
   THE PAVEMENT CORING DATA FOR THIS PROJECT IS LISTED IN ONE OF THE COUNTIES FOR
   DIRECTORIES AS FOLLOWS: FTP, FDOT LTS, D5, CONSTRUCTION, PAVEMENT CORING DATA.
   AT https://ftp.fdot.gov.  AFTER ACCESSING AS “GUEST”, CLICK ON THE FOLLOWING FOLDER
   ON THE DEPARTMENT’S WEBSITE.  THE URL FOR OBTAINING THIS INFORMATION IS LOCATED
1.  PAVEMENT CORING DATA, INCLUDING BASE MATERIAL TYPE AND THICKNESS, IS AVAILABLE
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 FRICTION COURSE FC-12.5 (2") (TRAFFIC C)  (PG 76-22) 
OPTIONAL BASE GROUP 6 WITH

FRICTION COURSE FC-12.5 (2") (TRAFFIC C)  (PG 76-22) 
OPTIONAL BASE GROUP 1 WITH



R/W LINE

R/W LINE

EXISTING
MATCH

EXISTING

MATCH

24' EXISTING

ROADWAY PAVEMENT

Exist. Ground

Exist. Ground

R/W  (46' +/-)

TYPICAL SECTION NOTE:

STA. 119+40.00 TO STA. 122+50.00

ROUND LAKE ROAD NORTH

TYPICAL SECTION NO. 6

MILLING

FOR DEPTH (2")
MILL EXISTING ASPHALT PAVEMENT

RESURFACING

DESIGN SPEED =  45 MPH

DESIGN HOUR T =  4.1%

K =  9%  D =  54.7%  T   =  8.1% (24 HOUR)

ESTIMATED DESIGN YEAR   =  2039 AADT =  26,500

ESTIMATED OPENING YEAR  =  2019 AADT =  8,600

CURRENT YEAR           =  2012 AADT =  2,400

TRAFFIC DATA

R/W  (23' +/-)

MILLING AND RESURFACING

R/W  (69' +/-)

� CONST. ROUND LAKE ROAD N

VARIES VARIES

15' MIN., 21' MAX.14' MIN., 17' MAX.
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ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

  TYPICAL SECTION (6)   
                               

            

            

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977

1:4
0.02 0.02 1:4

¡ WIGGINS

12'12'

12" TYPE B STABILIZATION

NEW CONSTRUCTION

STA. 1+00.00 TO STA. 4+50.00

WIGGINS DRIVEWAY

TYPICAL SECTION NO. 7

   ROLLERS OPERATING ON A NON-VIBRATORY (STATIC) MODE ONLY.
2.  COMPACTION OF ASPHALT MIXES AND ASPHALT BASE COURSE SHALL BE PERFORMED WITH

   AS INDICATED IN SECTION 2-4 OF THE STANDARD SPECIFICATIONS.
   EACH CORING LOCATION.  MATERIAL VARIATIONS BETWEEN CORES SHOULD BE ANTICIPATED
   WHICH THE PROJECT IS LOCATED IN.   THE DATA REPRESENTS MATERIALS ENCOUNTERED AT
   THE PAVEMENT CORING DATA FOR THIS PROJECT IS LISTED IN ONE OF THE COUNTIES FOR
   DIRECTORIES AS FOLLOWS: FTP, FDOT LTS, D5, CONSTRUCTION, PAVEMENT CORING DATA.
   AT https://ftp.fdot.gov.  AFTER ACCESSING AS “GUEST”, CLICK ON THE FOLLOWING FOLDER
   ON THE DEPARTMENT’S WEBSITE.  THE URL FOR OBTAINING THIS INFORMATION IS LOCATED
1.  PAVEMENT CORING DATA, INCLUDING BASE MATERIAL TYPE AND THICKNESS, IS AVAILABLE
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FRICTION COURSE FC-12.5 (2") (TRAFFIC C)  (PG 76-22)

FRICTION COURSE FC-12.5 (2") (TRAFFIC C) (PG 76-22) 
OPTIONAL BASE GROUP 1 (TYPE B-12.5) WITH



0.02

¡ CONSTRUCTION

0.02

R/W VARIES R/W VARIES 

1:4

2'

1:4

2'

 

 SIDESTREETS

TYPICAL SECTION NO. 8

TYPE F
CURB & GUTTER 

TYPE F
CURB & GUTTER 

 12' SUNEAGLE DRIVE
 9' BUTTERCUP LANE
*10' TOP OF THE HILL DRIVE

VARIES* VARIES*

GRADE POINT

 PROFILE 4"

12"

LBR 40

TYPE B STABILIZATION

4"

DESIGN SPEED = 25 MPH
STA. 89+25.00 TO STA. 90+32.00

SUNEAGLE DRIVE

DESIGN SPEED = 25 MPH
STA. 73+70.00 TO STA. 74+42.33

BUTTERCUP LANE

DESIGN SPEED = 20 MPH
STA. 62+15.00 TO STA. 63+88.83

TOP OF THE HILL DRIVE 

SOD SOD

NEW CONSTRUCTION (BUTTERCUP LANE, SUNEAGLE DRIVE)

NEW CONSTRUCTION (TOP OF THE HILL DRIVE)

R/W LINE R/W LINE
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ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

  TYPICAL SECTION (7)   
                               

            

            

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977
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AND FRICTION COURSE FC-12.5 (1 1/2") (TRAFFIC C) (PG 76-22) 
TYPE SP STRUCTURAL COURSE (1 1/2") (TRAFFIC C) (PG 76-22)

OPTIONAL BASE GROUP 9 WITH

 FRICTION COURSE FC-12.5 (2") (TRAFFIC C) (PG 76-22) 
OPTIONAL BASE GROUP 6 WITH



4"

1"  

1:6

0.06

PAVEMENT

EXISTING ROADWAY

EXISTING BASE

12" LBR 40

TYPE B STABILIZATION

(2" DEPTH)

MILLED PAVEMENT

NTS

3'

SOD

MATCH EXISTING

PAVEMENT

SHOULDER 

5'

GROUP 1

OPTIONAL BASE 

RESURFACING
AND 

MILLING 

OPTIONAL BASE

OPTIONAL BASE

SOD

0.06

4" 4"

NO ADDITIONAL COMPENSATION. 

OF OPTIONAL BASE MATERIAL AT 

THIS AREA MAY BE CONSTRUCTED

AT THE CONTRACTOR'S OPTIONSTABILIZATION

NTS

5' 

PAVED SHLDR.

3'

0.02

POINT

PROFILE GRADE 

� CONST. SR 46

CONCRETE SIDEWALK

Natural Ground

12' 5'

LEVEL 

2' SOD 

NOT FLATTER THAN 1:6

1:2 OR TO SUIT PROPERTY OWNER,

SOD

3'

TYPE F

CURB AND GUTTER

VARIES

 SOD 

0.02 MAX.

4"

£ SURVEY SR 46

11' 11'

POINT

PROFILE GRADE 

10'

NTS

MEDIAN LEFT TURN DETAIL
SEE PLANS FOR LOCATIONS

NTS

SEE PLANS FOR LOCATIONS

RIGHT TURN LANE DETAIL

17'47'

5'

8.5'
1.5'

12'

1'

0.03*

 149+00 LT.

 TURN LANE STA. 142+80 TO STA.

*SEE CROSS SECTIONS FOR RIGHT

NO ADDITIONAL COMPENSATION. 

OF OPTIONAL BASE MATERIAL AT 

THIS AREA MAY BE CONSTRUCTED

AT THE CONTRACTOR'S OPTION

12"

SHOULDER PAVEMENT DETAIL

RESURFACING &

ROUND LAKE ROAD

 R/W LINE
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ROAD NO. FINANCIAL PROJECT IDCOUNTY

DATE DESCRIPTION

REVISIONS

DATE DESCRIPTION
NO.

SHEETSTATE OF FLORIDA

DEPARTMENT OF TRANSPORTATION

         SR 46          

    TYPICAL DETAILS     
                               

            

            

STA. 100+00.00 TO STA. 102+69.88 (Lt. & Rt.)

SHOULDER PAVEMENT DETAIL 

ROUND LAKE ROAD

LOCHRANE ENGINEERING, INC.

201 SOUTH BUMBY AVENUE

ORLANDO, FLORIDA 32803

(407) 896-3317

CERTIFICATE OF AUTHORIZATION NO. 2856

BRET W. BENNETT, P.E.

P.E. NUMBER 53977

SHOULDER
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SHOULDER
8'
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